EXTEND WIRE INTO METER

12 GAUGE COATED (NOTE 8) - -
SET MINIMUM 48"

COPPER WIRE ‘\
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30" MINIMUM
COVER METER VAULT, SEE

DRAWING No. W-311

AN== 00

WATER MAIN

SERVICE LINES 2" OR SMALLER SHALL BE IPS
POLYETHYLENE TUBING WITH CORPORATION STOP
AND STIFFENER AS PER MANUFACTURER'S
INSTRUCTIONS

SEE DETAIL "A”

USE APPROVED SPLIT BOLT CONNECTOR TO CONNECT
WIRE TO MAIN WIRE (IF MAIN WIRE EXISTS)

TYPICAL SECTION
N.T.S.

INSTALL SERVICE CLAMPS
BEFORE DRILLING

FACTORY EPOXY COATED
SADDLE WITH STAINLESS
STEEL BAND ONLY

WATER MAIN

RUBBER OR NEOPRENE GASKET

CORPORATION BALL VALVE
MUELLER B25029-IPS

110 COMP x MIP, OR
APPROVED EQUAL

l.P. THREADS (LOOP WIRE
AROUND CORPORATION
VALVE IF NO MAIN WIRE

EXISTS)
DETAIL "A"
N.T.S.
PRt STANDARD DETAILS FOR PUBLIC WORKS CONSTRUCTION| %" X0
WATER SERVICE TAP & LINE 3108
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